
 

 

 

  

 

THIS GUIDE EXPLAINS THE FUNCTIONS AND APPLICATIONS OF THE MACHINE. 

READ THE OPERATING INSTRUCTIONS, SAFETY AND WARNINGS BEFORE YOU BEGIN. 

User Manual for 800kg Elevating Track 

Tipper Truck 



 

 

 

◆ All content in the manual is based on the most current 

information available. 

◆No part of this manual may be reproduced without written 

consent. 

◆This manual should be considered as part of the tracked dump 

truck and should be handed over together when resold.                         

◆ The products sold at each stage may not be consistent with 

the manual, please refer to the actual product when purchasing. 

 



 

 

 

 

Safety information 

Your safety and the safety of others is very important. We 

provide important safety information both in the manual and on 

the machine. Please read it carefully. 

Safety information warns you of potential hazards that 

could harm you and others. Each safety message is represented 

by a safety identifier with safety quotes: danger, warning, and 

attention. 

Pay special attention to the statement of the above quotation 

 

 

 

Damage Prevention information: 

 

 

Safety precautions: 

 

 
 

◆Due to the continuous improvement of the model, the photo 

illustration in the book may be different from the real thing. 

 

 

 

 

You can also see that other important information is represented by "Notice" 

Caution If you do not follow the instructions, the equipment may be damaged 

◆If the dump truck is operated according to the instructions, it will 
operate safely and reliably as designed. Before operating the dump 

truck, please read and understand this manual carefully, otherwise it 

may cause injury or equipment damage. ◆ Read the entire operation and maintenance instructions 

and the description of the equipment that the dump truck will 

drive. 

Danger：If you do not follow the instructions, it will cause serious injury 
or even death. 

warn：If you do not follow the instructions, it may cause equipment 
damage and personal injury. 

Look out：If you do not follow the instructions, it may cause equipment 
damage and personal injury. 
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 Creating Value for Customers and Setting a Model for the Industry 

We are an integrated company that integrates design, 
research and development, production, and sales of 
tracked dump trucks. Our products are sold both 
domestically and internationally, and are highly trusted by 
consumers. The original intention of the tracked dump 
truck project is to serve customers, production, liberate 
labor, and improve work efficiency.  

The company has always been adhering to the 
principle of "products are economical and durable", and 
strives to be the industry leader to meet the needs of the 
majority of users, not only let customers afford to buy, but 
also let customers afford to use.  

The track tipper produced by the company solves the 
problem of mechanization in the whole process of cargo 
handling, saving time and labor and saving money, and is 
an ideal and practical production tool.  

1.Product introduction 

Crawler tipper replaces traditional wheeled walking with rubber 
crawler and other crawler walking systems, with large carrying 
capacity and strong grip and low noise. At the same time, crawler 
walking devices increase the contact area between the machine 
and the ground, do not harm concrete and asphalt pavement, have 
good driving and passing performance, and can adapt to muddy 
field roads and rugged mountain roads. Soft grassland, mountains 
and deserts, and other complex and harsh road conditions, in 
agriculture and forestry orchard transportation, orchard lifting 
operations picking, freight yard loading, water conservancy 
construction, infrastructure projects, mining sites widely us.
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2.Product characteristics 
 

1. Wide range of use, simple structure, smooth transmission, labor-

saving operation, easy to achieve automatic control. 

2, suitable for a variety of complex road conditions. 

3, single cylinder air-cooled power system, simple structure, easy 

maintenance, low fuel consumption, low maintenance cost. 

4. Large traction force, good climbing performance and strong 

transportation capacity. 

5, the center of gravity is stable, the turning radius is small, and the 

flexibility is flexible, especially to adapt to the narrow site and 

reduce the cost of building roads. 

6, equipped with hydraulic take-off and landing, self-loading and 

self-unloading function, reduce labor intensity, improve 

transportation efficiency. 

7, widely used in the transportation of engineering materials and 

equipment, construction sand, bricks, mountain wood, fruits and 

vegetables, seedlings, flower beds and a variety of complex road 

conditions handling and other purposes. 
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3.Product structure 

1、Manipulate the schematic diagram 
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2、Structural component diagram 
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4.Usage method 

1. Check and refuel 

1.1 Check whether the connection bolts are loose and whether the electrical 
parts are connected properly. 

1.2 Check whether the operation of each handle of the control system (throttle 
handle, shovel handle, left and right motor handle, hopper handle) is flexible 
and in place, and exclude it. 

1.3 Put the gear lever in neutral1.4 Refueling: place the whole machine on the 
horizontal road surface, add high-quality gasoline to the engine gasoline tank, 
add national standard gasoline to the oil hole; Fill the hydraulic tank with 32-46 
anti-wear hydraulic oil. 

2. Startup procedure 

(1) Check whether the engine ignition switch is ON, ON is on. 

(2) Open the valve line switch, open to more than half. 

(3) Open the throttle of the gasoline engine, grasp the manual start plate 
handle, 

Pull it out. When the engine starts, close the gasoline engine damper. 

3. Operate the machine according to the function indicated in the control 
diagram 

(1) Forward, backward, turning; (2) Lifting of shovels and hoppers. 

4. Turn off the machine 

(1) Shovel, hopper back, transfer the vehicle to the appropriate position; 

(2) Throttle to the minimum, turn OFF the ignition switch, OFF is off 

 

      

 

 

 

 

 

 

 

Hydraulic oil filling 

Gasoline filling port 

Oil filler 

Engine oil discharge port 
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5.Maintenance 

* Engine maintenance elements (please read the engine manual for details) 

1, the first twenty hours to change the oil, subsequent according to the use of 
time according to the instructions to replace 

2. The oil is SD40 or SF grade for national standard gasoline engine 

3, dry air filter according to the amount of dust three to five days to take out 
blow once; 

4. The oil is normally added to one-third of the oil scale, and about two-thirds 
of the oil scale is tightened 

7. The fuel tank cap must be tightened after refueling to avoid white smoke 
from the gas and oil entering the engine 

8, the new machine low speed, medium speed and high speed are run in for an 
hour, daily use do not wait for a long time 

9. The use environment must be well ventilated 

* Elements of track chassis maintenance 

1, complex bumpy road conditions, pay attention to avoid sharp scratches, do 
not squeeze 

2. Adjust the track properly according to the road conditions to prevent the 
track from being too loose and too tight to damage the track 

3, regularly check the fixed drive wheel, bearing wheel, guide wheel screws 
and bearings 

4. Clean the hard objects in the track in time to avoid wear 

◆ Lubricating oil filling point 
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6.Safety knowledge 

Safe use of the machine must pay attention to fire prevention, anti-
virus, prevent machine accidents, must be vigilant from the mind, before 
use must carefully read the operating instructions, regular maintenance of 
the machine, please standardize the use. ◆ This machine is strictly prohibited to refit, strictly prohibited to carry 
people, strictly prohibited to overload, strictly prohibited to use in closed 
places such as road and indoor. This machine uses gasoline to do the 
material, do not ignition or smoking next to the gasoline engine; Do not 
add or pour fuel in working condition. ◆ When operating the machine, do not touch the engine with your 
hands to avoid being burned. It is strictly forbidden to extend the head, 
hands and other body parts into the rotating part. ◆ It is forbidden to start quickly, accelerate quickly, turn sharply and 
brake sharply, which is easy to cause rollover and skidding to injure the 
operator. ◆ On the road where the slope is not greater than 20 degrees, the 
loading capacity must be controlled within the allowable load range, and 
overload is strictly prohibited; On the road with a slope greater than 20 
degrees, please drive empty, shall not drive on the road with a slope 
greater than 25 degrees, shall not change gear in excess of the allowed 
load and ramp. ◆ New machine running-in period of 60 hours, it is recommended to 
halve the load during running-in period, which is conducive to extending 
the life of the machine. Check the adjustment of the track every day to the 
proper tightness, timely clean up the debris, do not have oil, pay attention 
to the process of not squeezing, sharp object damage. ◆ Before working every day, it is necessary to carefully check whether 
the tightening of bolts in each part is appropriate and whether the 
operating rod is flexible to ensure that the machine is in a safe working 
state. ◆ Never fill up the tank. ◆ Please keep out of reach of minors to avoid accidents. ◆ Do not overload the machine, you can work better and safer within 
the specified power range. ◆ The machine is not allowed to transport personnel ◆ Never use the machine in need of repair or in poor condition. 
Replace damaged, missing or in need of repair before operating the 
machine. Check to make sure there are no fuel leaks and keep the machine 
in a safe condition. ◆ Do not leave the operating position when the engine is running.
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7.Technical parameter 
Model number Model 800 lift dump truck 

Machine weight 800KG 

Maximum load 800KG 

 
 
 
 
 
 
 
 
 
Engine parameter 

brand Peliton 

Model number XR1450 

 

Displacement (cc) 306 

 
Total power 
(HP)*@3600rpm 

10（7.4KW/3600） 

 

Fuel capacity (L) 5.3 

Oil Capacity (L) 1.1 

Net weight (kg) 25 

Integrated valve block Make up Body, back pressure check 
valve, hydraulic control 
reversing valve, direct acting 
Relief valve, electronically 
controlled reversing valve, 
tubular throttle valve, etc... 

Feature Control the stable operation of the 
vehicle, and realize the high and low 
speed switching of the vehicle 

Travelling motor displacement 200cc 

 

Maximum working pressure 20MPa 

 

Maximum torque 805Nm 

 

Travel speed 1.7/3.5（km/h） 

 

Minimum radius of turn 1M 

Track center distance 520mm 

Minimum ground clearance 85mm 

Lifting and tipping height 1350mm 

Hydraulic tank capacity 11L 

Hydraulic oil product 
number 

46# anti-wear hydraulic oil 

Container volume (m³) 0.22（1040*730*590） 

Length x Width x Height 
(mm) 

1965x810x1235 

Climbing ability  
20° 
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8.Troubleshooting 

breakdown Fault cause Treatment method 

The machine won't 
start 

Poor wire contact 
Check the wiring and tighten 

it 

Throttle switch is not on 
Turn on the throttle. Turn it 

over halfway 

The gasoline burns out and 
the oil enters the air 

Exhaust air 

motor slip, motor contact is 
poor 

Check the motor 

The air filter is not cleaned 
regularly and the air intake 

is not smooth 

Clean the air filter or replace 
it with a new on 

Too little engine oil, pull tile Change tile 

Emitting white smoke 
Poor gasoline quality with 

water 
Release and refill with high-

quality gasoline 

 Black smoke 

The working environment is 
dusty and the intake pipe is 

blocked 

The intake pipe should be 
cleaned regularly, be careful 
not to drop screws into it, as 
it may damage the cylinder 

Dirty engine oil, poor 
lubrication 

Replace with SD40 or SF 
grade engine oil according to 

national standards 

Insufficient overload power Do not overload 

Poor gasoline quality and 
insufficient combustion 

Replace gasoline 

Emitting blue smoke 

Too much engine oil, 
burning engine oil 

Add oil to one-third of the oil 
scale (two-thirds after 

tightening) 

The air filter element is too 
dirty 

Clean or replace 

There is a problem with the 
engine 

Contact the manufacturer 
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9.Service 

Users who are satisfied with the service during use should stamp or sign for 

approval. If the service is not satisfactory, users have the right to refuse to sign. 

Please keep this record properly and do not alter it. 

Product model: Machine number: 

Purchase date:   Year/   Month/   Day Purchase location: 

User Name: Phone: 

Repair 
date: 

Record of faults and their 
troubleshooting process 

number 
Seal of 
maintenance 
personnel 

User 
signature 
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Warranty Certificate (User Copy) 
1. Please carefully keep the warranty certificate. 

2. Please carefully read the content of the guarantee letter and the guarantee regulations. 

3. When collecting the warranty certificate from the purchasing store, please note that the store 

should fill in the necessary items in the warranty certificate as required. 

product name  

Model  

Track number  

Frame number  

Engine number  

date of production  

Purchase date  

 

 

 

user 

full name  

address  

phone  

Main 
purpose/location 

 

 

outlet 

Sales store 
name 

seal 

address  

phone  

  

Attention: This certificate will be kept as important user information, so users must carefully 

fill out this certificate. Please present the three guarantees service card during warranty.
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Warranty Certificate (Dealer Copy) 
1.Please carefully keep the warranty certificate. 

2. Please carefully read the content of the guarantee letter and the guarantee regulations. 

3. When collecting the warranty certificate from the purchasing store, please note that the store 

should fill in the necessary items in the warranty certificate as required. 

product name 
 

Model 
 

Track number 
 

Frame number 
 

Engine number 
 

date of production 
 

Purchase date 
 

 

 

 

user 

full name 
 

address 
 

phone 
 

Main 
purpose/location 

 

 

outlet 

Sales store 
name 

seal 

address 
 

phone 
 

  

Attention: This certificate will be kept as important user information, so users must carefully 

fill out this certificate. Please present the three guarantees service card during warranty. 
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Warranty Certificate (Manufacturer's Federation) 

1. Please carefully keep the warranty certificate. 

2. Please carefully read the content of the guarantee letter and the guarantee regulations. 

3. When collecting the warranty certificate from the purchasing store, please note that the store 

should fill in the necessary items in the warranty certificate as required. 

product name  

Model  

Track number  

Frame number  

Engine number  

date of production  

Purchase date  

 

 

 

user 

full name  

address  

phone  

Main 
purpose/location 

 

 

outlet 

Sales store 
name 

seal 

address  

phone  

  

Attention: This certificate will be kept as important user information, so users must carefully 

fill out this certificate. Please present the three guarantees service card during warranty.



 

 

 

Crawler dump dump truck 


